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FCC Statement 



Radio Interference Statement: 

T he W in/T V boards have been tested and found to comply with the limits for a 
Class B digital device, pursuant to part 15 of the FCC R ules. T hese limits are 
designed to provide reasonable protection against harmful interference in a residen- 
tial installation. This equipment generates, uses, and can radiate radio frequency 
energy and, cause harmful interference to radio communications. H owever, there is 
no guarantee that interference will not occur in a particular installation. If this 
equipment does cause harmful interference to radio or television reception, which 
can be determined by turning the equipment off and on, the user is encouraged to 
try to correct the interference by one or more of the following measures: 

• reorient or relocate the receiving antenna. 

• increase the separation between the equipment and receiver. 

• connect the equipment into an outlet on a circuit different from that to which 
the receiver is connected. 

• consult the dealer or an experienced radio/T V technician for help. 

FCC ID : H 90W IN T V P LU S MADE IN USA 

CAUTION: C hanges or modifications not expressly approved by the party 
responsible for compliance to the FCC Rules could void the user's authority to 
operate the equipment. 

CE Statement: 

This equipment has been tested and complies with EN 55013, EN 55020 and 
IEC 801-3 part 3 standards. 

CE 
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Installing the Win/TV-Celebrity and 

HighQ 



How the Win/TV-Celebrity and HighQ work 



The Win/TV -Celebrity and H ighQ boards are digital video boards that allows 
"live video" to be displayed on your P C V G A monitor. T he ability to see live 
video is based on a video mixing technique called color keying, a technique that is 
used in many every-day television applications such as the weatherman's map on 
the news and graphics and titles you see on football game broadcasts. 

T he W in/T V-C elebrity and H ighQ use this color keying technique to mix a video 
signal created by your VGA card with the video signal coming from the selected 
video source, such as cable T V or a video tape recorder. T he following block dia- 
gram shows the different functions on the W in/T V-C elebrity and H ighQ boards: 



Auxiliary audio 
source 



Cable TV 

or 
antenna 

V 



Audio 
processor 



Audio 



TV 
Tuner 



Aiudlary video 
sources 



Video 



Digital TV 
Chip 



YUV 



Frame 
Buffer 



VxP500 



Line- out 
audio 



r 



from 

VGA 

card 



Color 
Key. 
Circuit 



to 
VGA 
monitor 



VLSI control chip 



AT bus 



In this diagram, the selected video source is digitized by the D igital TV C hip Set. 
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T he digitized video is stored frame by frame in the FrameB uffer RA M , 30 times 
per second, by the V xP 500. 

W hen your W indows application resizes the Win/TV -C elebrity and H ighQ win- 
dow, the V xP 500 V L S I C ontrol C hip will scale your T V picture to fit inside the 
window. T his scaling is done by either dropping pixels in a horizontal direction 
and dropping lines in a vertical direction, or by averaging pixels horizontally and 
interpolating video lines vertically. T he factory default is to drop pixels and lines, 
but the averaging can be turned on in the Win/TV menu Options/Vertical 
Interpolation. If vertical interpolation is turned on, when the image is either 
shrunk or zoomed an "averaged" video picture is displayed. 

Television is broadcast in a color format called Y U V. Y U V must be converted 
into the R G B signal used by V G A cards. T he video images are stored in the 
FrameB uffer in a Y U V format, but for display, the conversion from Y U V to 
RGB is done by the V L SI Control C hip. 0 nee the video signal has been con- 
verted into RGB, the C olor K ey circuit then combines this with the output from 
your VGA card, putting the live video image in a window. A complete VGA 
compatible video signal is then sent to your VGA monitor! 

If the T U N E R has been selected as the video source, the tuner will also receive 
the audio and send this to the A udio P rocessor. T he A udio P rocessor adjusts the 
volume of the signal and then sends it to the external audio jacks. 

How images are saved 

T he W in/T V receives digitized video in a format called Y U V, where in each 
pixel, black/white information is separated from the color or chrominance informa- 
tion. T his compares to RG B formats, where for each pixel a R ed, G reen and 
Blue color value is stored. 

The W in/T V -Celebrity and H ighQ can "capture" the digitized image and save 
this image onto your PC's hard disk. W hen the W in/T V user clicks on freeze (the 
camera icon), the Win/TV application sends a command to the VLSI control 
chip, telling the V xP 500 to stop storing new video frames into the FrameB uffer. 
T he video image on the screen now appears frozen. W hen the user clicks on 
File/SaveAs, the W in/T V application reads the data from the FrameB uffer, con- 
verts from Y U V to one of the popular RGB file formats such as B M P or T IFF, 
and then saves the video image to disk.. 
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Win/TV-Celebrity & HighQ Technical Overview 

TheH auppaugeW in/TV -Celebrity and H ighQ boards intercept the V G A signal 
coming from the V G A card in your P C on its way to the V G A monitor. T he 
Celebrity and H ighQ boards then merge the video signal from your source into a 
window created by the Win/TV Windows application software. The Win/TV 
boards, under the control of the Win/TV application, will shrink or expand the 
video picture to fit inside the W in/T V window. A II the processing of the image 
takes place on the W in/TV board, and does not affect the performance of your 
PC. A fter merging the video signal into the window, the Win/TV -Celebrity or 
H ighQ board then creates a new V G A signal and sends this signal to the V G A 
monitor. 

To make this process work, the C elebrity and H ighQ require one cable connection 
to the V G A card in your PC. T he VGA Loop and Audio/Video Input 

Cable, referred to in this manual as the V G A L oop C able, is a set of cables that: 
(1) connects the W in/T V card to the the V G A card, (2) provides audio output to 
a speaker or sound card, (3) provides video & audio input from a video source 
such as a video taperecoder or camcorder, and (4) optionally provides video output 
capabilities (with the optional V ideo 0 utput E ncoder module). 
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If S-V ideo is selected as your video source, the luminance signal is brought to the 
W in/T V board on A uxiliary V ideo Input 1, while the chrominance (the color sig- 
nal) is brought to the W in/T V on A uxiliary V ideo I nput 2. 

Installing Celebrity and HighQ boards 

Before installing the Win/TV -Celebrity or H ighQ board, turn off the power to 
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your P C and remove the cover. S ince the Win/TV card is sensitive to static elec- 
tricity, we recommend that before you remove the W in/T V card from its protective 
anti-static bag, you touch the chassis with your hand to discharge any static electric- 
ity. 




To connect the C elebrity or H ighQ in your P C , we recommend that the W in/T V 
card be placed in the slot next to the V G A card. T he V G A card can be recog- 
nized by the cable that goes to your VGA monitor. 
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T he V G A L oop C able has a V G A -style connector (15 pin D -type) at one end 
and a 26 pin D -type connector at the other end. T he 26 pin D -type connector is 
plugged into the matching connector on the Win/TV card (second position from 
top of Win/TV). T he 15 pin D -type connector is plugged into the V G A card 
output. 
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0 n the back panel of the W in/T V card there are three more connections that need 
to be made: the cable T V input (or T V antenna / R F input), sound output and 
theVGA monitor output connector . 

T he cable T V coax cable is plugged into the top-most connector on the backpanel 
of the W in/T V card. T he connector supplied will take a 75 ohm F-type coax con- 
nector. 

T he A udio output uses an 1/8 inch stereo jack to output sound to a sound card or 
amplified speakers. A short adapter cable is supplied (male 1/8" connectors on 
each end) for connecting to the L ine I nput of most sound cards. 

T he V G A monitor is plugged into the bottom most connector (also a V G A style 
connector). 0 nee these connections are made, you are ready to turn on your PC 
and load the Win/TV application! 

WARNING: T he A udio out connector provided with your W I N /T V board is 
stereo. DO NOT use a monaural plug. T he use of a monaural plug could cause 
damage to your W in/T V board. A Stereo-to-M ono splitter, such as a R adio 
Shack Cat* 274-375, can be used to adapt the 1/8" stereo jack to fit two 1/8" 
monaural plugs. 

Connecting to a VCR or camcorder 

M ost V CR 's or camcorders have female RCA style push-on connectors labeled 
"V ideo 0 lit" and "A udio 0 ut". To connect these jacks to the W in/T V, use 
shielded video cables with male connectors on both ends, and connect from the 
"V ideo 0 utput" jack on your V C R or camcorder to one of the two A ux video 
inputs on the V G A L oop C able and from the "A udio 0 utput" jack on the V C R 
or camcorder to the A uxiliary A udio input on the V G A L oop Cable. 
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Connecting Win/TV to a sound card 

T he W in/T V 's audio output can be connected to a sound card. U se the supplied 
male-to-male 1/8" minijack cable, plugging one end into the Win/TV Audio 
0 utput jack and the other end into the sound card's Line Input jack. M ost sound 
cards, such as the Sound B laster and Pro A udio Spectrum cards, use 1/8" mini- 
jacks for the Line Input. 

0 nee the connection is made, adjust the L ine Input sound volume in the sound 
card's Mixer program. T he M ixer program is normally installed from the sound 
card installation program, and allows the control of volume from the various sound 
sources. If you cannot hear sound when running W in/T V, raise the L ine Input 
level in the mixer program and in the W in/T V application. 

S-Video Cable Installation (standard on HighQ, optional 
on Celebrity models) 

T he S-V ideo cable will connect between the S-V ideo output on a high end V C R 
or camcorder and the two A ux video inputs of the Win/TV board. S-V ideo is dif- 
ferent from the video output provided on most V C R s (called composite video) in 
that in S-V ideo, the black/white information and the color information is sent to 
the Win/TV over two separate cables. With composite video, the black/while 
information is sent along with the color information on one cable. C omposite video 
quality is lower than S-V ideo because of the extra steps in combining and then sep- 
arating the black/white and color information 

1) L ocate the round 4 pin connector on the S-V ideo cable and plug it into the S- 
V ideo output jack on the camcorder or V C R . C onsult the reference manual 
of your unit if necessary. P lease note: M ost V C R 's and camcorders do not 
support an S-V ideo output. Please consult your users manual if you believe 
your V C R or camcorder should have an S-V ideo connector and you cannot 
find it. 

2) T he remaining two R CA -type phono plugs on the S-V ideo cable will connect 
to the V G A L oop C able. 0 ne is for black/white and one is for color. 
Connect the S-V ideo Cable jack labeled "1" to the "video input 1" jack on 
the V G A L oop C able, and connect the jack labeled "2" to the "video input 
2" jack also on the A /V L oop C able. P lease refer to the A uxiliary V ideo 
I nput connector section under the J umpers and C onnectors chapter for further 
information. 
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3) If you need to extend the length of the S-V ideo connector, you can either use a 
pair of shielded RCA cables (male on one end, female on the other), or a 
shielded S-V ideo extension cable. 



Installing the Win/TV-CinemaPro 



T he Win/TV-CinemaPro is a Plug-and-Play device designed for Windows95. 
P lug-and-P lay (also referred to as PnP) is a feature which simplifies the installa- 
tion and hardware setup of the C inemaP ro. T his chapter describes how to install 
the C inemaP ro and how the automated P lug-and-P lay process works. 

Quick hardware installation 



1. Turn off your P C and plug the C inemaP ro into a spare 16-bit slot in your P C . 
C onnect the Loop cable to the C inemaP ro, V G A card and the V G A moni- 
tor. If needed, refer to the Loop cable diagram on page 2-4. 

2. Turn on your P C . If your P C supports P lug-and-P lay, after W indows95 
is booted a message will appear stating that a new Plug-and-Play device 
has been found: 



3. Put the CinemaPro Application diskette 1 in your floppy drive and click 
OK. W indows95 will automatically assign an I/O address and a memory base 
( needed for video image and clip capture) . 

4. N ow run Setup from the W in/TV A pplication diskette (Chapter 3). 
How the Win/TV-Cinema Pro Works 



To display live video on your PC monitor, the W in/T V-C inemaP ro hardware uses 
a video mixing technique called "color keying". T his technique is used in many 
everyday television applications such as the weatherman's map on the new broad- 
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casts and the graphics overlays you see on football game broadcasts. 

W in/T V-CinemaPro uses this color keying technique to mix a video signal created 
by your VGA card with the video signal supplied by the T V tuner or the external 
video source. T he following block diagram shows the different functions on the 
W in/T V board to explain how the video and audio outputs are created: 
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In this diagram, the selected video source is turned into digital form by the Video 
Digitizer, and is stored frame by frame in the Frame Buffer RAM . When the 
Win/TV application re-sizes the T V window, the VLSI Control Chip "shrinks" 
or "scales" your T V picture to fit inside the window. T his scaling is done by drop- 
ping and filtering pixels horizontally (on each line) and interpolating video lines 
vertically. T he scaled video image is stored in the Frame Buffer, a process that 
takes place 30 times per second (25 times per second with PA L video sources) 

Television (whether it comes from cable T V or from a V C R or video camera) is 
broadcast using a color "code" called YUV, which must be converted into the 
RGB (Red/Green/Blue) signals used by VGA cards. T he conversion from 
YUV to R G B is done by the V L S I C ontrol C hip. T he R G B video image is 
then stored in the Frame B uffer. 

0 nee the television signal has been converted into RGB and stored in the Frame 
B uffer, the V L SI Control C hip then sends the video image to the Color K ey cir- 
cuit. T he C olor K ey circuit combines the scaled video image with the output from 
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your VGA card. A complete VGA compatible video signal is then sent to your 
VGA monitor! 

If the T U N E R has been selected as the video source, the tuner will "extract" the 
audio and send this to the A udio Processor. T he A udio Processor adjusts the vol- 
ume of the signal and then sends it to the external audio jack. 

T heC inemaPro has a P lug-and-P lay chip which stores in its E E Prom (electrically 
erasable/programmable read only memory) factory information on the board, such 
as its serial number, manufacture date and the type of tuner ( if any) installed. This 
PnP chip also provides information which is needed by Windows 95 to decide 
which resources are used by the C inemaP ro. 

Installing the Win/TV-C inemaPro board 

T he C inemaPro card comes with two cables: the Loop cable and the Audio 
cable. T he Loop cable is a connection external to your PC which connects the 
C inemaP ro card to the V G A card and to the V G A monitor. T his cable also con- 
tains the RCA connectors for the auxiliary video and audio inputs: T he Audio 
cable is used for optionally connecting the W in/T V card to a sound card. K eep 
the L oop cable handy for use in this section. 

1. Before installing the C inemaPro card, turn off the power to your PC and 
remove the cover. S ince the C inemaP ro card is sensitive to static electricity, we 
recommend that before you remove the C inemaPro card from its protective 
anti-static bag, you touch the chassis with your hand to discharge any static 
electricity. 




2. 0 nee the cover is removed, plug the C inemaP ro into any free 16-bit I/O slot. 
The C inemaPro cannot be plugged into a PCI slot! 

3. N ow you can connect the V G A cables to the C inemaP ro.T he following dia- 
gram shows the L oop cable, which has all of the video connections: 
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3a. T he Loop cable has a 26 pin connector at the end. P lug this connector into 
the mating connector on the C inemaPro board (J 3). 

3b. R emove the V G A monitor cable from the VG A adapter card and plug it into 
the L oop cable's female VGA Output. Two screws are provided so that this 
connection cannot pull apart. 

3c. P lug the L oop cable's male VGA Input into the V G A adapter card. Screw 
theVGA Input connector into the V G A adapter. 
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If your C inemaP ro has a built-in T V tuner, your cable T V is plugged into the 
RF Tuner Input on the backpanel of the C inemaP ro board. T he connector 
supplied will accept a standard 75 ohm F-type coax connector. 
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5. T he A udio output connector (J2) has an 1/8 inch mono jack to output sound 
amplified speakers or a sound card. T he male to male Audio cable supplied 
will connect from the C inemaPro to the Line Input on a sound card. 

6. Turn on your P C . If your P C supports P lug-and-P lay, after W indows95 
is booted a message will appear stating that a new Plug-and-Play device 
has been found: 




Put the CinemaPro Application diskette 1 in your floppy drive and click 
OK. W indows95 will automatically assign an I/O address and a memory base 
( needed for video image and clip capture) . 

7. N ow run Setup from the W in/TV A pplication diskette (see C hapter 3). 

Connecting the CinemaPro to a VCR, video camera or 
camcorder 

M ost V CR 's or camcorders have female RCA style push-on connectors labeled 
"V ideo 0 ut" and "A udio 0 ut". M ost video cameras simply have one output con- 
nection labeled "V ideo 0 ut". To connect these audio/video jacks to the W in/T V- 
C inemaP ro, use shielded video cables with male connectors on both ends, and con- 
nect from the "V ideo 0 ut" jack on your video camera, V C R or camcorder to the 
Auxiliary Video input on the A udio/V ideo Input Cable (connected to J4 on 
the back panel bracket) and from the "A udio 0 utput" jack on the V C R or cam- 
corder to the Auxiliary Audio input on the A udio/V ideo Input Cable. 

Connecting Win/TV to a sound card 

T he W in/T V 's audio output can be connected to a sound card. U se the supplied 
Audio output male-to-male 1/8" minijack cable, plugging one end into the 
Win/TV audio output jack and the other end into the sound card's Line Input 
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jack. M ost sound cards, such as the Sound Blaster, use 1/8" minijacksforthe L ine 
Input. If your sound card uses another type of connector, then you might need an 
adapter. Radio Shack, and other electronic stores, carry many different types of 
audio adapters. If you have any questions, contact one of our technical support offices. 

0 nee the connection is made, the sound card's Mixer program is used to adjust 
the L inelnput sound volume. T he M ixer program is normally installed with 
W indows 95 or from the sound card installation program, and allows the control of 
volume from the various sound sources. If you cannot hear sound when running 
W in/TV, raise the L ine I nput level in the mixer program and in the W in/T V 
application. 

Checking the Plug-and-Play Setup 



A fter the C inemaP ro has been installed, you can find out what I/O port and inter- 
rupt that has been assigned by W indows95 P lug-and-P lay by looking at its config- 
uration in the Control Panel. You can also change the interrupt which has been 
assigned. 

0 pen up the Control Panel by clicking on Start/Settings/Control Panel. N ow 
open up the System Properties setup by double clicking on its icon, then click 
on the D evice M anager folder: 




T hen select Sound, video and game controllers, then click on Win/TV Pro Series 
and then Properties: 
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C lick on R esources to see which resources W indows95 has assigned to the 
C inemaPro: 




T here are also some specifications which are programmed into the C inemaP ro dur- 
ing its production, such as its serial number and tuner type. To see these parame- 
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ters, click on D etails: 
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Installing the Win/TV Application 
Software Under Windows 



T he installation of the Win/TV Application software is the same for the 
Win/TV -Celebrity, H ighQ and CinemaPro. Before proceeding with the installa- 
tion of your W in/T V A pplication, please make sure your Win/TV card is 
installed! 

Please note the following: You can N 0 T install the W in/T V software onto a 
floppy disk! 



Automatic installation of the Win/TV application 



1. Boot Windows 

2. Select File/ Run under W indows 3.1 or Start/Run under W indows95 

P ut the W in/T V A pplication diskette 1 in your floppy disk drive and 
type A :SET U P.EX E or B :S E T U P.E X E (depending upon which 
drive your disk is in) . H it the E nter key or click on the 0 K button 

3. Select the language you wish to use by clicking on it with your mouse. T hen 
click on the Continue button. 

Please select the language you would like 
Hauppauge Win/TV to appear in. 



Danish 

German (Standard] 



Enalish (United States 



Spanish (Traditional Sort] 
French (Standard] 
Italian [Standard) 
Dutch (Standard) 
Swedish 



Continue 



Exit Setup 
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4. A fter the language window, the next window to appear will prompt you for a 
location to install the software. Type in the H ard D rive and D irectory on which 
you want the W in/T V A pplication software to be installed. 




Click on the CO N T IN U E B utton to start the installation. If you are using a 
keyboard, hit T A B until the C 0 N T I N U E button is selected, then hit the 
E nter K ey. 

5. Select the tuner type (not necessary with the C inemaPro since the P lug-and- 
P lay chip knows what tuner type is installed) : 



Hauppauge Win/TV Setup 



Please pick the configuration that best matches your 
enviomment from the list below. 



® Uf. / NTf.r. P-il N. Pol-M 
O Western Europe / Pal BG 
O UK / Pal l 



Continue 



E_nit Setup 



W in/T V for use in N orth A merica, Japan or Taiwan (N T SC ). Or in South 
A merica (PA L-N or PA L-M ). 

Win/TV for use in Central and West E urope, A frica or A ustralia (PA L B/G ). 

Win/TV for use in the U nited K ingdom (PA L I) and South A frica. 

6. If you have the Teletext option, click on Y E S to install it. P lease note that 
your television broadcaster must support the transmission of teletext data in 
order to receive and display teletext: 



3-2 



W in/T V Installation and R eference M anual 



Hauppauge WinfTV Setup 



Would you like to install the Hauppauge Win/TV Teletext 



application? 



Yes 



No 



Select the Y E S button for automatic installation of the V ideo for W indows 
driver. If you are not using V ideo For Windows, select the NO button (unnec- 
essary system resources are used when installing the driver when not using 
Video For Windows software). For an overview of what you can do with 
V ideo for W indows, see chapter 8 " C apturing live video with V ideo for 
W indows". 



Hauppauge Win/TV Setup 



m 



If you are using Microsoft Video for Windows, and wish to use 
Hauppauge Win/TV to capture video clips, you should install the 
Capture Driver. 

Do you wish to install the Hauppauge Win/TV Video for Windows 
compatible Capture Driver now? 



Yes 



No 



T he last driver which can be loaded is the W in/T V M C I overlay driver. T his 
driver allows the W in/T V to be controlled from other multimedia applications 
such as M acromedia A uthorware, 0 ptibase M P E G P layer and G old D isk's 
V ideoD irector and Astound, plus any other program which uses an M CI 
compatible video overlay device. 




9. If you are using the C inemaPro, you will be asked if you would like to automat- 
ically scan for T V channels now. If not, you can scan for channels anytime later on 
in the W in/T V A pplication. 
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10. W hen the installation is completed, the message below will appear thanking 
you for purchasing Win/TV and announcing the installation complete. The 
SETUP program will create a W in/T V G roup and a W in/T V icon. 



Hauppauge Win/TV Setup [3 




To run the W in/T V program, simply double click on the W in/T V icon. T his com- 
pletes the automatic setup procedure! 

Manual installation of the Win/TV application 

If for some reason you need to install the W in/T V A pplication Software manually, 
you may do so as follows: 

1. Create a directory for the Win/TV A pplication Software. Call this directory 
WINTV3 and copy the W IN T V 3. EX _ (copy files to hard drive before 
expanding) file into it. T he file extension E X _ is a compressed file and must 
be decompressed by using the expand utility from DOS. 

Example: 

EXPAND WINTV3.EX_WINTV3.EXE 
then DELETE WINTV3.EX_ 

2. C hange D irectory to your \W IN D 0 W S directory and copy U S. IN _(copy 
U K .IN _ or W E urope.lN _ depending on the W in/TV board your are using) 
& WINTVSTR.IN_ from the distribution disk to this current directory. 

Expand U S.IN _ AVWIN .IN I 

Expand W IN T V ST R .IN _ W IN T V ST R .IN I 
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CopyWintvstr.INI from either the D E U (if using G erman language) or 
E N U ( for E nglish language support) or sub directories to the c:\W indows 
directory. 

3. Change Directory to your \W IN DOW S\SY ST EM directory and copy the 
following files from the distribution disk to this current directory: 



V B R U N 200. D L L 
SGBLAST.VB 



PCVIDEO.DL_ , WINTVACC.DL_, 
CM DIALOG.VB_ , SPIN .V B _ J H REED.VBX, 
EX PAN D PCVIDEO.DL_ PCVIDEO.DLL 
EX PAN D WINTVACC.DL_ WINTVACC.DLL 
EX PAN D CM DIALOG.VB_ CMDIALOG.VBX 
EXPAND SP IN .V B_ SPIN.VBX 
EX PAN D TH REED.VB_ THREED.VBX 
EXPAND MSGBLAST.VB_ MSGBLAST.VBX 

T hen delete the compressed files with the following extensions V B_ and D L _. 

4. 0 nee the software has been installed, create the Win/TV icon from the 
W indows P rogram M anager. M ove to the W indows G roup where you would 
like the Win/TV icon to be (usually placed in the A pplications G roup, but 
any group is o.k.). N ow click on File, N ew (or A It-F, N from the key- 
board) , and select N ew P rogram Item. 

Windows will now ask you to type in the following (use either the tab key or 
your mouse to move around) : 



Program Item Properties 



Description: 
Command Line: 
Working Directory: 
Shortcut Key: 



Win/TV 



OK 



C:\WIN TV3\WI NTV3.EXE 



C:\WINTV3 



Cancel 



None 



Browse.. 



I I Run Minimized 



Change Icon.. 



I Help 



C lick on 0 K and the W in/T V icon will be displayed in the G roup selected. T he 
W in/T V application has now been installed and is ready to be run! 
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Running Win/TV for the first time 



Before using Win/TV, use the following procedure to setup Win/TV and make 
sure all of the connections have been correctly made and the software has been 
properly installed. 

Note: W in/T V requires only a free I/O port for the basic T V and video overlay 
operation. T his chapter sets up the basic operations, requiring only the I/O port, 
so you should have few problems running through the procedures in this chapter. 

To capture video images to disk, a free memory segment is also required (see 
Memory Base in Chapter 5). To capture video clips, a free interrupt is needed 
(see Interrupt Level in Chapter 5). Both of these are manually set with the 
W in/T V -Celebrity and H ighQ, and are automatically set with the C inamePro. 

1. Confirm W indows is running in 640x480, 256 color mode (this is the default 
setting). 

2. Run Win/TV by double clicking on the W in/T V icon. 




Win/TV 



3. L ook for a black box or television "snow" in the middle of the W in/T V win- 
dow. If the screen is magenta, please see the chapter entitled 
"Troubleshooting." 

4. If your Win/TV board has a built-in TV tuner, you can now set your TV 
channels. D o this by selecting Configure/Channels. 





Setup Channels 1 












EkM 


Name: 


Ch 3 | 


Ch 4 


Source: 
Number: 
RF Region: 
Video Format: 
Fine Tuning: 


Tuner | ± | 

USA i 
NTSC(M) i 

-1 1 1 M 


| Scan... j | Insert | Delete 


II Ok 1 
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M ake sure the R F R egion is set for your W in/T V board type: 
NTSC for use in the U .S. or Japan. 

PA L B G H I for use in C entral and West E urope, U .K ., A frica or A ustralia 
PA L -M or PA L -N for use in South A merica 
SE CA M for use in France. 

Insert will allow you to add a channel to the selection. 

To automatically insert all active T V channels in your area, click Scan. T he Scan 
button will automatically scan the entire cable or broadcast spectrum and search for 
active channels. Before clicking on the Scan button select the region you will be 
using by clicking on the box or name of the region (an "X " should appear indicat- 
ing the region has been selected - multiple regions can be selected). Select the 
V ideo Format associated with your region. 



Video Foimat: 



NTSC (M) 



□ USA 

□ US CATV 

□ US HRC 
CH W Europe 

□ W Europe CATV 
Ll Australia 

I I Japan 

□ Japan CATV 



T he result of the automatic scan might look like: 



USA CATV-1 
USA CATV-2 
USA CATV-4 
USA CATV-5 
USA CATV-G 
USA CATV-7 
USA CATV-8 
USA CATV-9 
USA CATV-1 0 
USA CATV-1 1 



Setup Channels 



Name: 
Source: 



Number: 



Video Format: 
Fine Tuning: 



CNN 



Tuner 



RF Region: |USA CATV ~[t] 



NTSC (M) 



r r r 



A fter a channel has been selected click on the N ame box and type the name you 
would like associated with this channel: 
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NBC 




FOX 




HBO 




ABC 




CNN 




9 




10 




11 




LI 12 


+ 



Setup Channels 



Name: 
Source: 
Number: 
RF Region: 
Video Format: 
Fine Tuning: 



CBS 



Tuner 



USA CATV 



NTSC [MJ 



1ZE 



5. Click on Configure/Color to set the color of the viewed image. If you do not 
have a TV tuner on the Win/TV board, we recommend connecting a video 
source to the W in/T V board (camcorder, VCR, video camera, etc.) You can 
change the Brightness, Saturation, Contrast & H ue. If you are unhappy with 
these settings, simply click on Default to get the factory defined settings. 



I I 1*1 '« 

II |« | 1 .7(1 



HI 



**** I 



The W in/T V -Celebrity and H ighQ have an additional set of color adjust- 
ments for the front end video digitizer. T hese controls will allow the setting of 
the saved image in addition to the displayed image. T he black/white switch 
can be set for higher quality saved images when using black/white video cam- 
eras. 



' Capture 
Brightness 

Saturation 
Contrast 
Hue 

_ Black White 



Adjust Color 



Display " 



M 1 


1 1*1 


M 1 


1 1*1 


1 i j 


i i + 1 


1*1 1 


1 1*1 



| 128 



128 



Brightness | + 1 
Saturation | +| 
Contrast 



in*] 



T 



r r r 



+] 128 
128 
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6. At this point with the Celebrity and H ighQ , we recommend that you check 
the M emory Buffer address. Click on File/Open and select WINTV.BMP. 
A small picture of a woman in sunglasses should appear. If not, please refer 
to C hapter 5 "C onfigure M emory B ase" or C hapter 7 "E rror R eading V ideo 
B uffer" to reconfigure the M emory B ase. 0 n the C inemaP ro, the P lug-and- 
Play setup should have automatically configured the M emory Base, making 
this step unneccessary. 

7. N ow that Win/TV has been checked for operation and the tuner and color 
settings have been set, it is necessary to save your settings. Click on 
Options/SaveOnExit. T his will save all your W in/T V settings when exit- 
ing the program. 

8. You can now reconfigure W indows for the display mode you prefer. W in/T V- 
Celebrity and H ighQ can run in 640x480, 800x600, 1024x768 or 
1280x1024 modes. The CinemaPro can run in 640x480, 800x600 and 
1024x768 modes. 

0 nee the display mode is changed (to perhaps the 800x600, 256 color mode), 
you may see W in/T V video out of alignment with respect to the C hromaK ey color 
(screen shifted to the right or left or a magenta bar along the top, bottom and side 
edges of the window). T he alignment may be adjusted by selecting Configure 
/Display on the menu bar and adjusting the W indow X and Y positions: 



! Configure Display 



Window X 

Window Y 

Width 

Tracking 

Locking 
Vertical Sync 
©i"72Hzl 
O > 72Hz 



2l 



J jd 
J J 
J Jj 

Interlace — 

P Auto 

C On 

T Off 



138 
26 
1056 

2 
2 



OK 



Default 



Cancel 



W indow X - T his option eliminates vertical magenta bars along the left and right 
hand sides of the W in/T V window. A djust this control to eliminate the magen- 
ta bars. 

Window Y - T his option eliminates horizontal magenta bars along the top and 
bottom edges of the Win/TV window. A djust this control to eliminate the 
magenta bars. 
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0 n the bottom of the A lign D isplay screen there are two boxes, Vertical Sync and 
Interlace. 

Vertical Sync - T his setting is used to activate special hardware on the 
W in/T V board when using high-res VGA cards. We suggest setting > 72H z 
when running the W in/T V in 800x600 or 1024x768 modes. 

Interlace - U se this box to select between Interlace or N on-Interlaced modes on 
your VGA card. T he default configuration is A uto; this setting auto detects 
which mode the VGA video card is in and should not have to be changed 
(someVGA drivers need to set this option manually). 
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Using the Win/TV Application 



Starting the Win/TV Application 

T he W in/T V application runs under W indows 3.1 and W indows 95. U sing your 
mouse, double click on the W in/T V icon to bring up your video window. 

Keyboard Control 

T he following keyboard shortcut keys can be used to access W in/T V directly from 
your keyboard. 

Volume Up = PageUp 

Volume Down = PageDown 

Channel Up = P lus ( + ) 

Channel Down = Minus (-) 

Print a Frame = CTL + P 

Copy to Clipboard = CTL + C 

Copy from Clipboard = CTL + V 

Freeze Frame = CTL + F 

C ursor to M enu bar = F10 

Using the mouse in Win/TV 

T he W indows mouse is used to move the T V window, resize the W in/T V win- 
dow, select menu options and make the W in/T V window appear in full screen or 
adjustable screen size. W in/T V uses the left and right buttons. T he middle mouse 
button (if your mouse has one!) is not used. 

Single click TitleMode/NoTitleMode make Win/TV easy to use! 

T he left button is used for all control and select functions. T he right mouse button 
if clicked inside the Win/TV video window will remove or display the tool and 
menu bars. T hese modes are called TitleMode and NoTitleMode. You can tog- 
gle back and forth between TitleMode and NoTitleMode by simply clicking 
your right mouse when it is inside the video window. 

The Win/TV window is moved in the NoTitleMode by clicking and holding 
your left mouse button down in the middle of the TV window, holding it down 
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and moving it to the new position. T hen let it go! M ove the TV window in the 
TitleMode by clicking the left button on the title bar (where it says H auppauge 
W in/T V ), holding it down and moving it to the new position. T hen let it go. 

You can set a different size and a different place on your VGA screen for the 
Win/TV window in both the TitleMode and NoTitleMode. Then by simply 
clicking with the right mouse button, then Win/TV window will "pop" into the 
saved size and place on the screen! Try clicking your right mouse button several 
times in the middle of the T V window and see what happens. 

To set the window size, "grab" a corner of the video window with your mouse 
(hold down the left mouse button when it is on one of the corners of the W in/T V 
window) and then drag it to the preferred size, then unclick the mouse button. You 
can set different sizes for TitleMode and the NoTitleMode. 

For example, if you would like to watch the W in/T V without the tool/menu bars in 
a small corner of the Windows screen, click the right mouse button inside the 
W in/T V video window until the tool/menu bars disappear. T hen drag the 
W in/T V window to its preferred size and place on the W indows screen. N ow click 
the right mouse button inside the W in/T V window and the W in/T V application 
will now save the correct size and place on screen for NoTitleMode. Every time 
you select the NoTitleMode by clicking in the W in/TV window, the window will 
resize and move to the saved position. 

To set which bars and indicators are shown when in the TitleBar and 
NoTitleBar modes, click on Display/Preferences. You can eliminate the status 
bar and the toolbar in the T itleM ode or add the status bar in the N oT itleM ode. 

Tool Bar 



T he W in/T V has a tool bar for quick access to the most commonly used functions 
and a menu bar with five pull-down menus for all of the available functions. 

i- ^\\*s^nmm r^ T[2]j] 

TV Tuner 

T he first four icons on the Tool B ar are used with the T V Tuner to change and 
tune in channels. T he dash (-) will change channels in descending order. T he 
middle icon will bring the channel selection box on screen. T he plus (+ ) sign will 
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change channels in ascending order. T he surf board icon turns on the "Channel 
Surf" mode, where the Win/TV software will scan through all active channels, 
putting a small icon of each channel on the screen in rotation. D ouble click on any 
channel to tune to that channel. 

Audio 

T he next three icons are used to change the audio volume. T he down arrow will 
lower the volume, while the up arrow will raise the volume. You can click on these 
arrows one click at a time or you can hold the left mouse button down until a 
selected volume is set. 

C licking once on the mute button (between the left and right arrows) will turn the 
audio on or off. 

Freeze Frame & Zoom 

T he next two buttons on the tool bar are used to freeze or zoom an image. T he 
first button (Camera) is the "freeze frame" icon. T his is used to freeze one frame 
of the W in/T V video. W hen "zoom" ( M agnifying glass) is selected the image is 
taken out of the "fit" mode and magnified two times. 

Video Sources 

T he last two buttons are used to select the video source. T he button which looks 
likeaTV antenna is used to select the tuner. T he button labeled "1" is the video 
input source button, and selects the auxiliary video/audio input from VCR, cam- 
corder, etc.. 

T he W in/TV -Celebrity and H ighQ also have selections for a second video input 
source "2" and from a S-V ideo source. T he Celebrity and H ighQ use video input 
"1" and video input "2" to connect to the S-V ideo source. T he W in/T V S-V ideo 
cable (optional with the Celebrity, standard on the H ighQ ) is used to connect to 
source"!" and "2". 



Menu Bar 

■ 



Hauppauge WinTV 



: 
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File function 



A Hows you to open a saved image, save a captured image, print from W in/T V, 
copy an image to the clip board and exit the W in/T V application. 



! Hauppauge WinTV 



Open... 

Save As.. 



IE 



ifigure Help Advanced 



Page Setup... 

Print Ctrl+P 

Print Setup... 




Copy Ctrl+C 
Clipboard Setup... 
Paste Ctrl+V 




File/Open: Loading an image into Win/TV 

To load an image into Win/TV click on F ile, then 0 pen. I n the F ile N ame box, 
type or select the name of the saved frame you wish to open. If you do not see the 
file you want, change the directory or drive, or change the L ist F iles of Type box. 
T hen click on 0 K . 



File Name: 



. dib;". mmp;". pcx;*. tif tga 



backgnd.tga 

biid.tif 

bkgndl.tif 

car. tit 

escomlg.tif 

linger, tit 

girl.tit 

golflit 



List Files of Type: 



Bitmaps (".BMP.-.DIB.M 



Directories: 
c:\wintv3 



& c:\ 



Drives: 
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File/Save: Saving a video image 

W ith W in/T V, you can save a video image to hard disk for use in desktop publish- 
ing, paint programs or word processing applications. T his is called "image cap- 
ture". T he frozen video image can be saved in various formats compatible with 
most graphics programs, including TIFF, BM P, TGA.GIF and PCX as either a 
gray scale image (great for use in adding images to word processing or desktop 
publishing applications) or a color image. 

T he format that you should use when saving an image depends on where you 
want to use the image. For example, WordPerfect "likes" an 8-bit per pixel 
black/white image. T hereto re you should use the G ray Scale T IF F format or 
BMP formats. W indows PA I N T uses the BMP file format. P hotoshop and 
P hotostyler can use any of the file formats. 

If your graphics card can support 24-bits per pixel (called "True Color"), you can 
use the 24-bit file formats. T he W in/T V will create 24-bit TIFF files for 
PhotoShop, CorelDRAW, Designer, Picture Publisher, Photo Styler, H alo, 
W inR IX , Paintbrush and others. 

To Save an Image: 

1. Freeze an image (click on the Camera icon on the Tool Bar). 

2. From the File menu, click on Save/As. 




3. Select one of the image formats- Save File As Type. 
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4. C hange to the directory and drive you wish to save to. 

5. I n the File Name box, type or select the name of the image you wish to save. 

6. Click on the OK button. T he frozen video image will then be converted from 
the Y U V format into the selected RGB format type. T he time it takes to 
convert an image is related to the image size, the number of bits in the image 
(an 8-bit image takes longer to convert than a 24-bit image) and the image 
format selected. 

Saving a compressed J PEG image 

Full screen images saved in formats like T IF and BM P can take up quite a bit of 
hard disk space. For example, if you are using Win/TV images for desktop pub- 
lishing and are creating M axR esSave images in the T IF format, the image will be 
over 1M Byte! To decrease the size of saved video images, W in/TV has a file for- 
mat called JPEG. 

JPEG (which stands for Joint Picture Experts G roup) is a technology developed 
to compress high quality images for the military. Today, JPEG can be used to com- 
press the images which you are using captured from W in/TV. T hese images can 
be used in desktop publishing and also to create images for the I nternet. 

JPEG compression can shrink images from about 1/8 to as little as 1/50 of their 
original size. T he quality of the resultant image will decrease as you compress 
more, but at 1/8 you will get execellent quality. 



Save As 
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T he J PEG Image Quality is the control over the amount of compression used 
for JP E G images. T his control has numbers from 0 to 100, with a desfualt setting 
of 75. A setting of 75 gives execellent quality with a compression of about 1/12, 
while as the number drops the file size gets smaller, but the resultant image wualtiy 
also drops. 

A cceptable quality can be achieved to about 40. T he amount of comression will 
vary from image to image, even at the save compression setting. T his is due to the 
technique used by JPEG compression, where contrasty images will not be able to 
be compressed as well as images with less contrast. 

Printing a video image from Win/TV 

Freeze the video image to be printed by clicking on the Camera icon on the tool 
bar. A fter the image is frozen, click on P rint. T he frozen image will be sent to the 
selected printer (defined in W indows). A nytime during the printing process you 
can cancel your print request by clicking on the C ancel button which appears in the 
middle of the screen. 

Copy a video image to the Clipboard 

Freeze the video image to be copied by clicking on the C amera icon on the tool bar 
before copying. A fter the image is frozen choose C opy from the F ile menu. T he 
mouse pointer will change to an hour glass while the image is sent to the W indows 
Clipboard. 

Exit Win/TV 

T his closes W in/T V. If the Save on E xit option has been selected from the 
Options menu, any parameters changed during your Win/TV session will be 
saved. To exit, choose E xit from the F ile menu. 

Display function 

In D isplay functions, you can select the video source, get channel information, see 
sequential video frames and surf your TV channels. You can also sets W in/T V in 
the Fit, Freeze, R eplicate Field , Z oom modes and set your Preferences. 

Selecting a Video Source From the Display Menu 
1. To select a video source click on Display 
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2. C lick on Tuner (for C able T V or B roadcast signals) or E xtl (for V ideo input 
1). T he selected item will then be highlighted with a check mark. 



Display/Channel: Selecting Channels 

To select channels click on D isplay then C hannel. T he Select C hannel box will 
appear. Select a channel by clicking on the number pad (always enter a 3 digit 
number example: 003 for channel 3) or selecting one of the scanned channels in 
the Channel box. 



CBS 


D 


NBC 




Fox 




ABC 




CNN 


_ 


UPN-9 




Newsport 




WPIX 




News 12 LI 




Public TV 




Cablevision 




ESPN 




AtE 


; 



_7j_Bj_9j 



USA CATV jj 
NTSC[M) j^J 
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Channel setup 

By clicking on the Setup button, channels can be configured for different N ames, 
R F R egions, V ideo Formats and can be F ine Tuned. To configure a new channel 
click on Insert, then click on N ame and type in the name you prefer. To select a 
channel on the N umber box, click on the up and down arrows (do the same for 
the R F R egion and V ideo Format boxes). To clarify the image select Fine Tuning 
then click on OK. 

Delete a channel 

To delete a channel, click on the channel you want to delete in the Channel box. 
T hen, click on the D elete B utton. T he channel will be removed from the channel 
box. 

Scan cable TV and broadcast channels 

C lick on the S can button to automatically scan C able T V or broadcast channels 
ranging from 1 to 125. 

When the Scan button has been selected, another sub menu will appear called 
Scan. T he Scan button will automatically scan the entire cable or broadcast spec- 
trum and search for active channels. B efore clicking on the Scan B utton select the 
region you will be using by clicking on the box or name associated with your loca- 
tion (an X should appear in the box when selected - multiple regions can be 
selected). 

S elect the V ideo Format for your region: 

PAL (BG H I) for use in PA L television regions including Europe (except France and 
E astern E urope), H ong K ong, A ustralia, M iddle E ast and A frica. 

N T SC-M for use in N orth A merica, Taiwan, K orea or Japan. 

SEC A M for use in France and Eastern Europe. 

PAL-M for Brazil, andPAL-N for use in some parts of South A merica. 

N T SC 433 is normally not used. 

T hen click on the Scan button to start the scanning process. W hile the system is 
scanning, channels with strong enough signals will be included in the C hannel box. 
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Cancel 



□ 



Video Format: 



NTSC [M] 



□ USA 

□ US CATV 

□ US HRC 

□ W turope 

□ W Europe CATV 
I I Australia 

[Zl Japan 

□ Japan CATV 



Display/Clip: Capturing video sequences 

Click on Display/Clip to view sixteen sequential video images in the Win/TV 
window. To start full motion video and clear the clips being displayed, click the 
Camera icon on the Tool bar. 



Display/Preview: Channel Surf 

Click on Display/Preview. A continuous loop of TV channels listed from the 
Channel Display box will be displayed until one of the following conditions are 
meet. 

1) D ouble click on one of the channel windows to select that channel. 

2) C lick on the C amera icon to start full motion video. 

Channel Surf will only display those channels that have been setup in the Channel 
Setup box. 

Fit Option 

By clicking Display/Fit, the entire image will be squeezed into a window of any 
size. If the F it option is not selected, W in/T V will display the complete image only 
in full screen mode. If not in the full screen mode, scroll bars are provided to view 
other portions of the image. To disable F it , click F it again. 

Freeze an Image 

T here are two ways to "freeze" an image: click on Display/Freeze or use the 

Camera icon on the Tool bar. Repeat to "unfreeze" image. 
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Display/Vertical Interpolation 

By choosing Display/Vertical Interpolation, Win/TV skips every other field 
in the incoming television signal (normally the even field is skipped and the odd 
filed is kept). T he skipped field is recreated by averaging adjacent lines in the odd 
field, a technique referred to as Interpolation. Vertical Interpolation lowers the res- 
olution of the image, but creates a softer image and eliminates lines in the video 
when there is very fast motion. 

Zoom an Image 

T his is used to magnify an image two times for more detail. To zoom an image, 
click on Z oom under the D isplay menu or use the M agnifying G lass icon on the 
Tool bar. 0 nee an image is zoomed, scroll bars are displayed so different por- 
tions of the zoomed image can be viewed. R epeat instructions to "unzoom" the 
image. 

Preferences 

T he P references window allows customization of the W in/T V window. It will 
allow the Toolbar to be displayed or hidden, and the M enu bar to be displayed or 
hidden. 

T he right mouse button, if clicked inside the W in/T V video window, will remove 
or display the tool and menu bars. You can toggle back and forth between the win- 
dow with and without menu/tool bars by simply clicking your right mouse when it 
is inside the video window. T hese modes are called T itleM ode and N oT itleM ode. 

W hen a check box is enabled (with an X in the box) that item will be displayed 
when that mode is enabled. 













Title Mode 
1 1 Annunciatois 
El Status Bar 
E [Toolbar 




No Title Mode 
El Annunciators 
□ Status Bai 
1 1 Toolbai 
El Save Size 






Annunciators 
El Timed 
□ Size 


1 1 Opaque 
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Title Mode 

In the Title M ode, the Win/TV window has the T itle bar displayed. You can 
choose to also display the Status bar at the bottom of the window. T his will contain 
the current video channel or source, plus the volume of the audio and the current 
window size. T he Toolbar can also be displayed. W ith A nnunciators chosen, 
W in/T V will display in the middle of the W in/T V window bars that show the 
video channel or source chosen plus the audio volume. To choose the T itle M ode, 
click the right mouse in the middle of the W in/T V window. To choose the N o 
T itle mode, click the right mouse button in the middle of the Win/TV window. 

No Title Mode 

In the N o T itle mode, the title bar will not be displayed. In this mode, you can 
also choose to display the status bar and toolbar. T he size of the N o T itle M ode 
window can be saved by clicking S ave S ize. T his is a handy feature that allows two 
W in/T V window sizes to be used, simply by clicking the right mouse button in the 
W in/T V window. To choose the N o T itle M ode, click the right mouse in the mid- 
dle of the W in/T V window. To choose the T itle mode, click the right mouse but- 
ton in the middle of the W in/T V window. 

Opaque 

T his setting changes the background color on the A nnunciators. To enable click on 
0 ptions, then 0 paque. A check mark will appear next to the menu item. 

Timed Annunciators 

A nnunciators are items like the channel designation or volume level display. C lick 
on 0 ptions then T imed A nnunciators. A check mark will appear next to the menu 
item. W hen T imed A nnunciators are selected, channel designation or volume level 
will display over your W in/T V window for only 10 seconds. When Timed 
A nnunciators are turned off, the annunciators will stay on all the time. 

Option Function 

T he 0 ptions menu sets A Iways 0 n Top mode, A sped ratio, M ute, N o T itle, 
Save on Exit. 
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| File Display 


| Configure Help 




V Always On Top 
Aspect Ratio 
Mute 
No Title 

VSave On Exit 


rr 









Always On Top 

T his feature gives you the ability to view W in/T V while working on another appli- 
cation (the operation is similar to the A Iways 0 n Top mode in the clock program). 
To enable this feature click on the 0 ption then click A Iways 0 n Top. A check 
mark will appear next to the menu item. Repeat instructions to disable A Iways 
0 n Top. 

Aspect Ratio 

A sped ratio sets the W in/T V window to be viewed in a ratio of 4 x 3. T his ratio 
sets the most natural viewing display, but will not allow odd window shapes. To 
enable, click on A spect R atio. 

No Title 

T his mode displays W in/T V without a Tool bar, M enu or T itle bar. 0 nly the 
video image is displayed. C lick on 0 ption then N o T itle. A check mark will 
appear next to the menu item. To enable the T itle bar again double click in the 
Win/TV window. 

Save On Exit 

W hen exiting W in/T V, this option will automatically save any changes made dur- 
ing the current session. To enable click on 0 ptions then Save On Exit. A check 
mark will appear next to the menu item. 

Configure Menu 

This menu item is used to configure the Board I/O and base memory address, 
display Color, Channel setup, Display and Saved Image. 
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Hauppauge WinTV 


| File Display Options 


Configure | 3U 


rrr rmr rr 


Audio... 




Board... 










Color- 






Channels... 






Display... 






Saved Image... 









Configure/Board: Hardware Configuration 

Note: Since the W in/T V-C inemaPro uses the P lug-and-P lay functions to set the 
hardware configuration, this function does not operate. To modify the hardware 
configuration on the C inemaPro under W indows95, you need to open the 
Control Panel and then select System, then select Device Manager. Look 
under Sound, video and game controllers. Open up Win/TV and look 
under Resources. If you turn off Automatic Settings, you can then change the 
Interrupt, I/O address and other hardware settings which were automatically made 
by the P lug-and-P lay configuration. 

T he Configure Board menu configures the W in/TV hardware to match your 
PC . You can set the I/O port address, the W in/TV Frame Buffer A ddress in the 
range 640k to 16 megabytes, the interrupt number used for capturing video clips 
and set the type of Win/TV tuner (NTSC or PA L -M /N , PA L B/G or PA L I). 
To get into this window click on C onfigure/B oard. 



Hardware Configuration 



I/O Port 
Memory Base 
IRQ Level 
Tuner Type 
Interleave 



51Gh-51Fh |±| 



B800H 



IRQ 15 



US/NTSC,Pal-M± 
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I/O Port Address 

T he I/O port is factory default set for the most common open address in P C sys- 
tems. N ormally, the address will not have to be changed. If it is desired to change 
the I/O address, select an I/O port address setting, click on 0 K then File/Exit. 
0 nee the I/O address is changed in software, the corresponding I/O jumpers on 
the Win/TV board must be changed. Refer to the I/O address chart in the 
"Jumpers and Connectors" chapter. 

Memory Base 

T his is the starting address of the Frame B uffer (video memory) on the W in/T V 
card. T he size of the video memory window on the W in/T V board is 32K . T he 
Frame Buffer is used when the Win/TV software needs to save and load video 
images to/from disk. If your system contains memory or I/O devices at the same 
address, there will be problems with saving or loading images. T here are several 
conflicts with the M emory B ase which could cause problems: 

EMM 386 overlapping with the M emory B ase 

BIOS caching the M emory B ase 

A nother device such as a L A N card or SV G A card using the same M emory 
Base 

T he following procedure is used to test if M emory B ase is correctly set: 

- click on File/Open and load the file named W IN TV.B M P A small picture 
of a woman in sunglasses should be displayed. 

-click on File/Save with a name of T EST. BM P 

- start the live video by clicking on the camera icon or by typing C ontrol-F 

- click on File/Open and load the file named T E ST.BM P T he picture of the 
woman in sunglasses should reappear. 

T he M emory Base can be set to addresses between 640k & 1024k (1M eg), and 
between one megabyte and sixteen megabytes. T he factory default M emory Base 
address is B 800, an address not normally used in 486 P C's. If, when saving/load- 
ing an image, the image is not correct, an address conflict is normally the cause 
and you must change the M emory B ase to another address. 
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Hardware Configuration 



I/O Port 
Memory Base 
IRQ Level 
Tuner Type 
Interleave 



516h-51Fh 



LU 



B80BH 


+ 


12 MB 

13 MB 

14 MB 

15 MB 


T 


2 




m 


P 



Hardware Configuration 



I/O Port 
Memory Base 
IRQ Level 
Tuner Type 
Interleave 



516h-51Fh 



B800H 


+ 


DOOOH 
DOOOH 
EOOOH 
E800H 


+ 
+ 


2 









If your PC has less than 16M Bytes of RA M , then select M emory Base of 15. 

If your PC has more than 16M Bytes of RA M , choose between M emory Base 
address D 000, D 800, E 000 or E 800. 

After changing the M emory Base address, you must open a "hole" for the 
W in/T V's M emory in the memory space used by E M M 386. E X E M odify the 
"device= c:\widows\emm386.exe" statement in your CON FIG. SYS file, then 
reboot your PC. For example: 



M emory B ase 
D000 
D800 
E000 
E800 



E dit the EMM 386. E X E statement to read: 
E M M 386. E X E noems x= D000-D7FF 
E M M 386. E X E noems x= D800-DFFF 
E M M 386. E X E noems x= E000-E7FF 
E M M 386. E X E noems x= E800-EFFF 



If, after changing the M emory B ase and changing EMM386.EXE, the 
WINTV.BM P image still cannot be saved and loaded, there might be a conflict 
with either your P C 's BIOS or with another board in your PC. Try another 
M emory B ase address by following the above procedure. 

S ome B I O S 's use memory caching which cache all of memory between 640K and 
1M Byte, the area used for M emory Base D 000, D 800, E 000 and E 800. To 
open a "hole" for the W in/T V 's M emory, you should refer to your P C manual for 
instructions on disabling the B 10 S memory caching. 
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IRQ Level 

T he interrupt used by the W in/TV is factory set to level 15. To change the IRQ 
to another level, the setting in the Configure Board must be changed, and the cor- 
responding IR Q jumper on the W in/T V board must be changed. P lease refer to 
the "J umpers and C onnectors" chapter on the position of the I R Q jumper. 

Tuner Type 

The Win/TV is available in three tuner types: N T SC , PA L B/G and PAL I. 
T his setting is normally set in during the installation of the W in/T V software: 

NTSC, PAL-N or PAL-M : Win/TV for use in North America, Japan or 
Taiwan. A Iso for PA L -M /N in South A merica. 

PA L B/G : W in/T V for use in Central and West E urope, A frica or A ustralia 

PA L I : W in/T V for use in the U nited K ingdom. 

Interleave 

T he I nterleave affects the performance of the W in/T V 's Frame B uffer and deter- 
mines how many memory "banks" the frame buffer is organized in to. T he inter- 
leave is 2 on the C elebrity and C inema, and is 3 on the H ighQ . W hen the H igh 
Performance option is installed on the C elebrity, the interleave is set to 3. 

Color Configuration 

Click on Configure/ Col or. T he A djust Color window allows the changing of 
B Tightness, S aturation, C ontrast and H ue. L ike an actual color T V set, these set- 
tings can be used to create a more realistic visual image. If you are unhappy with 
the settings, start again by clicking on default. 

T he Win/TV-Cinema has controls to adjust only the viewed image. Corrections to 
the saved image must be made by using an image editor such as A dobe 
P hotoShop, Corel D raw or A Idus P hotoStyler. 

T he W in/T V -Celebrity and H ighQ have the ability to adjust the front end video 
digitizer. T his allows the user to make color corrections to the saved image, in 
addition to the viewed image. 

T he W in/T V-C inema color controls look like this: 
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Brightness 



Saturation 


BE 


r 




□ 


Contrast 


♦1 






♦1 



Hue 



159 
128 
128 
128 



OK 



Default 



T he Win/TV -Celebrity and H ighQ have controls which look like: 



Capture 
Brightness 

Saturation 

Contrast 

Hue 

□ Black White 



♦1 


l l 


1*1 


+1 


l l 


1*1 


♦1 


l l 


1*1 


r 


r 


r 



Adjust Color 



Display' 



128 


























Saturation 
Contrast 



l*l I 


I l+l 


l+l I 




l+l I 


I l+l 



^ efault I 



128 
128 



T he B lack/W hite setting in the C elebrity and H ighQ C olor A djust menu turns off 
the color separation circuitry in the front end digitizer. T his allows a higher band- 
width image (higher quality) to be captured if the source is black/white. T his fea- 
ture is useful for medical and industrial imaging where the source is a high quality 
industrial camera. 



Channel Setup 

Click on Configure/Channels then click on Insert to enter a new channel (or 
Scan - explained in the next paragraph). A t this point select a channel by clicking 
on either the up or down arrows located on the N umber B ox. A fter a channel has 
been selected (for example channel 3) click on the N ame Box and type the name 
you would like associated with this channel. Select the RF Region and Video 
Format (RF transmission type or Video protocol) that best suits your configura- 
tion. 
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USA CATV-2 
USA CATV-4 
USA CATV-5 
USA CATV S 
U^ CATV_7 

USA CATV 9 
USA CATV-10 
USA CATV-11 
USA CATV-12 



Setup Channels 



Name: 
Source: 
Number: 
RF Region: 
Video Format: 
Fine Tuning: 



USA CATV-8 


Tuner 


+ 


8 




USA CATV 




NTSC (M) 


+ 



| Scan... | Insert j j Delete j 



Ok 



Example: all of N orth A merica is V ideo Format N T SC (M 
PALfBGH I). 



most of E urope is 



T he Scan button will automatically scan the entire cable or broadcast spectrum for 
active channels. Before clicking on the Scan Button select the region you will be 
using by clicking on the box or name of the region (an "X " should appear indicat- 
ing the region has been selected - multiple regions can be selected). Select the 
V ideo Format associated with that region. 

Example: If USA is set then the default of NTSC (M) is correct. 



Cancel 



Video Format: 



NTSC [M] |T| 



□ USA 

□ US CATV 

□ US HRC 

□ W t urope 

□ W Europe CATV 
I I Australia 

I I Japan 

□ Japan CATV 



Align Display Window 

T his option brings up a menu which sets the framing of the video within the win- 
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dow. Sometimes you may see the Win/TV screen out of alignment (screen shifted 
to the right or left, a magenta bar along the top, bottom and side edges of the win- 
dow). 





Window X 
Window Y 
Width 
Tracking 
Locking 










19 
33 
800 
0 


♦1 






+ 






+ 


rr 


r 


n 


r 


r 


2 



OK 




Vertical Sync 

<$\<jmz\ 

O > 72Hz 



Interlace" 
<S> Auto 
O On 
O Off 



C lick on Configure/Display. U se the following to align the video window: 

X Window - H elps eliminate vertical magenta bars along the left and right hand 
sides of the W in/T V window. 0 n the C elebrity and H ighQ , there will always 
be a narrow magenta vertical line on the left hand side of the video window. 
A fter adjusting the x window, move the live video window to the left and right 
hand side of the monitor to check the alignment. 

Y Window - H elps eliminate horizontal magenta bars along the top and bottom 
edges of the Win/TV window. 

Tracking - T his adjustment is normally left in the default mode of 0. It controls 
the chroma-key circuit. 

Locking - T his adjustment is normally set to 2. It controls the chroma-key cir- 
cuitry. 

0 n the bottom of the A lign D isplay screen are two boxes: Vertical Sync and 
Interlace. 

Vertical Sync - T his setting is used to activate special hardware on the 
Win/TV board when using high-res V G A cards. If your VGA controllers 
refresh rate is set to 60hz, select < 72hz. 

Interlaced - U se this menu to select between Interlace or N on-Interlaced VGA 
modes. T he default configuration is A uto, which autodetects the mode the video 
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card is in and should not have to be changed (some V G A drivers need to set this 
option manually). 

Configure Saved Image 

Click on Configure/ Saved Image. Configure Saved Image offers the option of 
saving a W in/T V image with different window sizes and image qualities. D efault 
settings are B est S ave and W indow S ize. 



o 

!■ 1*1" 



T he R esolution settings control the size and resolution of captured images. T he 
size of a captured image may be set to the current W in/T V window size, the maxi- 
mum capture resolution, or scaled to a user specified size. M aximum resolution 
will capture all digitized video pixels and video lines into the frame buffer. T he 
W indow size setting will scale the number of captured pixels to equal the width (in 
pixels) of the current window size, and drop lines to equal the number of lines in 
the current window size. T he user specified image size will scale the video image 
by dropping video pixels and video lines to fit the specified image size. 

T he Q uality settings control a captured image's quality when saved. T he Best 
Save setting gives the highest quality image saves: all video pixels digitized from the 
video source will be saved. T he Win/TV, in the Best Save mode, switches the 
frame buffer from a window to maximum image size the moment the camera icon is 
clicked. T his allows the maximum number of video pixels from the frozen image to 
be saved. H owever, Best Save will cause the frozen image to appear "blown up" or 
stretched and truncated in the horizontal direction. T his is an indication that the 
frame buffer is in the "maximum image size" mode. 

T he V iewable Freeze setting eliminates the "blown up" image but results in lower 
saved images. 
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Help Menu 

G ives the user information about the system memory and video configuration, soft- 
ware version and setup parameters of W in/T V. 





Hauppauge WinTV 






File 


Display Options Configure | 




- si jhJ _*Jd»| * | |sSi|Q| Iv. _LJJ 


Contents 
Search... 

About... 













Contents 

T his displays the H elp functions and how to learn more about W in/T V menu 
items. 

Search 

Search lists key words for the user to easily access procedures or functions associ- 
ated with a key word. 

About 

By clicking A bout the user can access the Software Version number, copyright 
information, and system configuration information. 
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J umpers and Connectors on the 
Win/TV-Celebrity and HighQ 



I/O Address J umpers 

T he C elebrity and H ighQ can be set for one of 8 different I/O locations between 
500 - 5FF. T he default Port A ddress is 51C . To change the Port A ddress, use the 
6 pin jumper labeled JP2. After changing the Port A ddress jumper, run the 
Win/TV CONFIG program (in the Win/TV group) and change the I/O Port 
setting. 



Instead of running Win/TV CONFIG, you can manually edit the 
PCVIDEO.INI file, which can be found in the W indows directory. U nder the 
section [AVSettings], change the Port= setting to the new address. T he default 
is Port= 51Ch. See chart below for the P CV ID E 0 .IN I Port A ddress setting for 
each address range. 



Pins JP2 



1,2 m~m 
3,4 M-* 



5,6 \m ■ 



Port A ddress 
516-51F hex 
536-53F hex 
556-55F hex 
576-57F hex 
596-59F hex 
5B6-5BF hex 
5D6-5DF hex 
5F6-5FF hex 



PCVIDEO.INI 
A d dresses 



Jumper pins on JP 2 



11 



51Ch 
53Ch 
55Ch 
57Ch 
59Ch 
5BCh 
5DCh 
5FCh 



on on 

on on 

on off 

on off 

off on 

off on 

off off 

off off 



off 



on 



off 



off 



on 



on 



off 



on 
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V P2 

H Port Address 
jumper 



U29 



U2S 



U27 



V26 

AV 
vxpsoe 



RAM upgrade 
socket 




JP4 J PI 
§§§§§§ Q 
Interrupt jumper 



Interrupt (IRQ) J umper J P4 

An interrupt is not required to operate Win/TV -Celebrity or H ighQ, but pro- 
grams such as V ideo for W indows need an interrupt for capturing full motion 
video. T he default IRQ position is IR Q 15. 

A n interrupt conflict can cause several problems such as the inability to boot your 
hard disk (many disk controllers reserve but do not use IRQ 15) or inability to 
capture video in a V ideo for W indows C apture program. 

If IRQ conflicts occur, if you are not capturing video disable the Win/TV inter- 
rupt by removing the jumper. If you are capturing video with V ideo for W indows, 
set the I R Q to another number. I nterrupt jumper matrix J P 4 has 6 sets of 2 pin 
jumpers; move the jumper the the IRQ number desired. 




R R R 

Q Q Q 



5 7 



I 



1 

2 



I 
R 
Q 
1 



JP4 

Default 
IRQ 15 



Note: after changing the IR Q number, make sure you also change the IR Q L evel 
that is specified in Configure/Board in the W in/T V A pplication. 
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OtherJ umpers. Sockets and Connectors 

JPlWait state jumper. Jumper off = 1 wait state, Jumper on = 0 wait state 
D efault position is on. In general, this jumper should not be moved. 

PIO Teletext module 

U29 Optional RAM upgrade socket (H igh performance option) 
Video Loop and A/V Cable 

B lack shell with Yellow band - V ideo input 1 ( L uma for s-video) 

R ed shell with Yellow band- V ideo input 2 (C hroma for s-video) 

B lack shell with R ed band - A udio input 1 - R ight side 

B lack shell with W hite band - A udio input 1 - L eft side 

B lack shell with Silver band - Stereo line output (for connection to sound 
card line inputs, stereo amplifier inputs, headphones) 



VGA 15 Pin Connector 

Video Output Encoder cabling (optional) 

T he Luma Out and Chroma Out cables are present only when the Video 
Output Encoder option is installed on thetheWin/TV-H ighQ or Celebrity. 

Yellow shell with B lack band - L uminance/C omposite output 

Yellow shell with R ed band - C hrominance output 





DJjUJIU± UUl 
Band: Black 
Shell: Yellow 

Video Output Encoder (optional) 
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Win/TV-CinemaPro J umpers and Connectors 



Frame 
buffer 



PS 



Af 

Window 
Control 
chip 



P2 P1 , 



-0 



PnP 
chip 



p? r — i 



Audio 
output 



Tuner 








ce 








0 






J3 




■in 


0 



J umpers & Connectors 

J2 A udio line level output (1/8" audio jack) 

J3 26-pin L oop cable connector 

P 7 Internal L ine out audio (to sound card; not normally used) 

P 6-P 11 0 ptional hardware MPEG decoder connectors 



Video Loop Cable 

26-pin 
connector 



on nn 




Liuna out 

Band: Black 
Shell: Yellow 

J [1 Chnnu oui 

1 M Band: Red 

SMI: Yellow 



VGA Output 

From VGA monitor 

VGA Input 

To VGA adapter 
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Troubleshooting 



H ere are some problems that may occur after the W in/T V board and application 
software are installed. 

M ost problems are caused by connecting the W in/T V cables incorrectly. P lease 
recheck your cables to ensure they are properly connected. 

Problem: No video 

A completely black screen after turning on the PC after installing the Win/TV 
board could occur when: 

1. T he V G A monitor cable is not plugged into the W in/T V connector, or 

2. The Win/TV A udio/V ideo Input C able is loose or not plugged into the 
Win/TV card. 

Solution: Plug the VGA monitor cable into the W in/T V Card, or plug the 
A udio/V ideo cable into the W in/T V card. 

No sound can be heard from the Win/TV when connect- 
ed to a sound card 

T he W in/T V 's audio output can be connected to a sound card. U se the supplied 
male-to-male 1/8" minijack cable, plugging one end into the Win/TV audio out- 
put jack and the other end into the sound card's Line Input jack. M ost sound 
cards, such as the Sound B laster and Pro A udio Spectrum cards, use 1/8" mini- 
jacks for the Line Input. 

0 nee the connection is made, adjust the L ine Input sound volume in the sound 
card's Mixer program. T he M ixer program is normally installed from the sound 
card installation program, and allows the control of volume from the various sound 
sources. 

1. If you cannot hear sound when running W in/T V, raise the Line Input level 
in the mixer program and in the W in/T V application. 

2. C heck to make sure the M ute button in the W in/T V application is not 
clicked. 

3. Sometimes a weak TV broadcast channel is selected. T he W in/T V automati- 
cally mutes weak TV channels. If so, click on Confgure/Channelsand then 



W in/T V Installation and R eference M anual 



FineTune until the sound comes on If the sound still does not come on, it 
might be necessary to use an antenna booster to raise the strength of the T V 
signal. 

Problem: Purple (or magenta) window after running 
Win/TV 

T his occurs when: 

1. The VGA monitor cable is plugged into your V G A card instead of the 
Win/TV board. 

2. The video mode of the V G A card is not compatible with the W in/T V. 

Solution: PlugtheVGA monitor cable into the W in/T V card. In the case of the 
video mode incompatible with the Win/TV, try changing to another video mode. 
For example, if W in/T V cannot work with the V G A card in 1024x768 with 
64,000 colors, try the 16 million color mode or the 256 color mode. 

4. If the P C system bus clock is greater than 8M H z, the W in/T V may not get 
the correct initialization commands and will exhibit a magenta screen. T he 
magenta screen may be erratic: it may come and go if the system clock speed is 
slightly above the speed required by the W in/TV. 

5. W ith the W in/T V-C elebrity or H ighQ , if your VGA card has "hot" colors 
(higher than normal voltage levels for the R ed, G reen and B lue colors), the 
color keying circuit may not see the correct color key color. T here is an 
A dvanced menu (accesed by hitting the Ctrl/A It/D key at the same time) 
which allows the setting of the color key color. Click on 
Advanced/Win/TVPIus. T he set the U pper L imit for G reen at 45 instead 
of 15. 

Problem: "Error Reading Video Buffer." frame capture 
problem, or Cannot load an image. Saved images are 
bad. 

T his occurs when: T he Win/TV 's Memory Base address (the address of the 
Frame B uffer) is set to an address that conflicts with memory in your P C ., or there 
is an overlap between the Frame B uffer and either an I/O card, EMM 386's upper 
memory or the system BIOS cache area. 

Solution: Start W in/T V, click on Configure/Board. T hen change the 
Memory Base address to one suitable for your system. For example, if your sys- 
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tern has less than 16M Bytes of R A M , set the M emory Base to 15M . If you have 
more than 16M Bytes of RA M , try setting the M emory Base to D 800h. A fter 
changing the M emory B ase to one of the regions in lower memory (D OOOh, 
D 800h, E OOOh or E 800h), you must also exclude this region in E M M 386. E X E 
(see Memory Base in Chapter 5). 

In some P C 's, the system BIOS caches all of memory between 640K and 
1M Byte. If this is the case, you must disable the caching in the area that the 
W in/T V uses for its Frame B uffer. F irst, set the M emory B ase to D 800h (as an 
example). T hen run the B 10 S setup program (you will need to refer to your P C 
manual to find out how to run the B 10 S setup). Disable BIOS caching starting 
at D 800h, with a size of 32K bytes. T his only an example. You might have to try 
to disable the address at D OOOh, D 800h, E OOOh or E 800h. 

In Packard Bell Pentium PC's, when in the BIOS select Advanced 
Setup then Plug-and-Play options. Select address DOOO with a size of 
32K. 

N ote: W hen using W in/T V with some PCI or V E SA L ocal B us V G A cards, 
the buffer address must be set to DOOO, with this region excluded in 
EMM 386. SY S or Q E M M 386. SY S . 0 therwise saving and loading images may 
not be possible. 

Problem: Black window after running Win/TV 

T his occurs when: 

1. An external video source is not connected to the Win/TV Audio/Video Input 
Cable, or 

2. A udio 0 ut from your V C R is connected to the video input of the W in/T V 
A udio/V ideo Cable, or 

3. Your video source is turned off. 
Solutions: 

a. C onnect an external video source to your A udio/V ideo I nput cable. 

b. Use "Video Out" from your VCR. 

c. Turn on your VCR . 
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Problem: Black and white picture from TV 

T his occurs when the V ideo Format is incorrect. For example, if the V ideo Format 
in Configure/Channels is set to NT SC when you have a PA L video source, 
the video picture will be black/white. 

T his may also occur if the video source connected to your Win/TV -Celebrity or 
H ighQ is an S-V ideo source, and the S-V ideo cable is not used. 

Solution: See the Channel Setup section, page 4-1. 

Problem: The Win/TV Application does not start 
T his occurs when: 

1. The Win/TV application is already running and is hidden behind another 
window, or 

2. T he W in/T V card is not plugged in all the way, or 

3. T he W in/T V application was last terminated by C trl-A It-D el. 
Solution: 

a. Press A It/Tab to find your W in/T V window. 

b. P lug the W in/T V card in correctly. 

c. Turn the power off, then on again to get the W in/T V card to reset. 

d. T he W in/T V application may have to be reloaded. Sometimes an illegal 
entry is made in the W in/T V initialization file which could result in getting an 
error message when starting the W in/T V application. 

Problem: Bad colors when loading an image into a 
drawing program. 

T his occurs when: you are loading this image into a Paint program which is in 16 
color VGA mode when the image was saved in 256 color or greater format. 

Solution: C hange W indows or your Paint program to 256 color mode. 

Problem: Image that is printed from WordPerfect is 
"grainy." 

T his occurs when: 
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1. An image is printed in "G raphics Q uality M edium." instead of "G raphics 
Q uality H igh", or 

2. A n image was saved in a format that is not readable by WordPerfect, or 

3. T he image was printed using Word Perfect for Windows. 
Solutions: 

a. Print in "G raphics H igh Q uality" mode. To set this mode, press S hift-F 7, 
then G, then 4. 

b. Save images in the "8 bit T IF F format", either black/white or color. 

c. Print using Word Perfect for D 0 S. Word Perfect for D 0 S prints a higher 
quality picture than Word Perfect for W indows. 

Problem: Incorrect colors on the display. 

T his occurs when: 

1. T here is a broken or missing pin on one of the V G A L oop C able connectors, 
or 

2. T here is a bent pin on theV G A monitor cable. 

Solution: C heck cables for missing or bent pins - have repaired or replaced. 

Problem: Page Fault Error 

T his occurs when: L oading or saving files while running in W indows standard 
mode. 

Solution: Run Win/TV in enhanced mode only. 

Possible Conflicts on Installation 

B efore installing the W in/T V card please check your system for any possible con- 
flicts with I/O ports, memory locations & I R Q settings. T he following is a list of 
the default I/O port, memory and IR Q settings. 

I/O Port - 500 

Win/TV uses 12 bit address decoding for the I/O port, while some I/O cards 
decode only 10 bits. T his may lead to a possible I/O conflict with other boards 
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set to I/O address 100-llf. 
Example: 

12 bit address 500 - 0101 0000 0000 
10 bit address 100 - 01 0000 0000 

Memory Base - BOOO 

T he M emory B ase specifies the base address of the W in/T V Frame B uffer. T he 
Frame B uffer is used when grabbing frames and saving them in an image file for- 
mat to the disk. To reconfigure the M emory B ase address, see the section M emory 
Base in Chapter 5. 

IRQ 15 Win/TV Default Interrupt 

IRQ 15 is not set permanently and can be changed to any one of 6 different selec- 
tions: IRQ 15, 12, 11 10, 7 or 5. Win/TV does not normally need an IRQ; it is 
only used when running V ideo for W indows to do full motion capture. W hen set- 
ting the W in/T V I R Q , see chapter 6: Interrupt J umper. 

An Interrupt conflict can result in the following problems when cap- 
turing video clips: 

- Error message from the capture program: "No frames captured. 
Check vertical interrupts" 

- the PC hangs while setting up for the capture or while capturing 

- an error message saying "Audio not captured" occurs indicating 
there is a conflict with your sound card. 
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Capturing live video with Win/TV- 
Capture and Video for Windows 



Overview of Video Clip Capture 

L ive video, which is digitized and passed through the W in/TV Frame B uffer (see 
C hapter 1 and 2: "H ow the W in/TV works"), can be "captured" to disk by using 
the Win/TV -Capture program. T his program is provided on the Win/TV 
Accessories diskette and uses M icrosoft's V ideo for W indows capability which 
is built into W indows 95 (and is available as a free option to W indows 3.1). 

Win/TV-Capture creates a file type called AV I (A udio/Video Interleaved) on 
your hard disk. T his file contains a digitized version of the live video and audio. 

A fter the video and audio are digitized and stored on the hard disk in the AV I file, 
you can edit this file. You can cut, paste, add special effects, change the coloring, 
etc. by using video editing packages such as U -L ead's M ediaStudio and A dobe's 
Premiere. 

W in/T V was designed to give high quality captured video by using a lossless com- 
pression method called Hauppauge YUV 4:1:1 Compressed to store digitized 
video in an AV I file. L ossless compression means that the digitized video is com- 
pressed, but the image quality is not degraded during the compression process. 
T his compares with compression methods such as J P E G and M P E G , where 
some loss of video quality is accepted in order to reduce the amount of data stored. 

To create the best quality digital videos, use the following steps: 

• Capture raw audio/video with Hauppauge YUV 4:1:1 Compressed. 

• E dit the raw video. A dd special effects, cut, paste, etc. 

• A fter editing the video, compress the video for the playback target. For exam- 
ple, if you are creating a multimedia CD-ROM, compress with either I ntel's 
Indeo or Supermac's Cinepak. If you are creating a CD -Video, use M PEG 
compression to get up to 74 minutes of video on a C D -R 0 M . 
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Using Win/TV-Capture 



T he W in/T V-C apture program is an easy to use program that previews live video, 
captures AV I files to disk, and then plays back the AV I file to your VGA screen 
through the Win/TV card. 

You can set the number of frames per second that are captured and the size of the 
video image. You need to do some experimentation to determine how much video 
your PC can store to the disk (in terms of image size and frames per second) 
because capturing video clips is very CPU and hard disk intensive. 



H ere is the Win/TV-Capture window: 



GapturG 
vidGO 

Preview 
video 



File View (Iptiois lapture 



Playback video 

Channel up / Channel down 
Audio mute 




Inl xi 





To set the image size, click on Options/VideoFormat: 
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To set the number of frames per second captured, click on 
C a ptu re/ C a ptu reS etu p: 



-Video Controls 



14.9999 




Audio - 

W Capture Audio 

Bit, Mono 




OK 



Cancel 



T he following chart shows the recommended maximum capture rate (Frames per 
Second) for the different Win/TV boards: 

M aximum image size maximum FP5 
Win/TV -Celebrity 320x240 15 

Win/TV-H ighQ 320x240 24 

Win/TV-CinemaPro 320x240 15 

T he number of video buffers will depend upon how much RAM you have in your 
system. T he maximum number of buffers is 1000. 

A fter setting the video format, the number of frames per second and possibly creat- 
ing a new file name (by clicking on File/SetCaptureFile), you can start captur- 
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ing video by clicking on the C aptureV ideo icon. 




Using Audio with Win/TV-Capture 

To capture audio along with video, the Win/TV must be connected to a sound 
board capable of saving sound clips. To connect W in/T V to a sound board do the 
following: 

a) R un the audio output of the W in/T V card into the Linelnput of the sound 
board by using an 1/8" male jack to 1/8" male jack cable - available at most 
electronic stores. 

b) For further details on capturing audio please refer to chapter 2 of M icrosoft's 
V F W manual entitled U sing V idcap, subheading Connecting A udio Sources 
and Setting A udio 0 ptions. 

Note: capturing audio along with video puts a greater strain on your P C then cap- 
turing video alone. If your P C drops many frames while capturing audio and 
video together, then capture the audio separately with the audio capture utility 
from W indows. T he audio can be merged with video later on during the video 
edit stage. 
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Preview Video 



To preview live video, select P review V ideo under 0 ptions in the menu bar. T his 
selection shows how your saved video clips will look after it has been captured. 
T he video image is palettized and displayed on the VGA screen, rather than 
through the W in/TV frame buffer. T he colors will be limited to the number of col- 
ors used by your VGA display driver. For example, if yourVG A display driver is 
in a 256 color mode, you will only see 256 colors in the Preview window, even 
though the W in/T V is actually capturing a 16-million color AV I file. 

T his mode should not be used for capturing AV I files. 



Suggestions on Using Video for Windows 



C aptured image sizes can range from 40 x 30 pixels up to 320x240 pixels. For the 
best trade off between image size and captured frames per second, use a 320 x 
240 image. W ith a 486/66M H z processor and a reasonably fast hard disk drive, 
you should be able to capture 15 frames per second with the H auppauge Y U V 
4:1:1 Compressed format. T his format uses a 4:1 compression ratio. The 
H auppauge Y U V Compressed 4:2:2 uses a 2.5:1 compression ratio, and requires 
a higher system throughput. 



Video Format 



Image Dimensions" 



320 x 240 



1/8 1/4 1/2 Full 



OK 



Cancel 



Image Format: 

Hauppauge Compresse "±] 



T he disk drive data rates, without capturing audio, would be 864K bytes/sec. If 
your hard disk drive is not fast enough, a RA M cache (using M icrosoft's 
Smartdrive) will reduce the number of dropped frames when capturing video. 
A Iso, selecting Capture to M emory in the capture setup will improve the frames 
per second rate. 
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Practical tips on capturing AVI files 

C hoose overlay video from the V ideo C apture 0 ptions menu will allow the 
video image to be displayed during capture. T his mode also allows V F W to run 
faster during capture. Choosing preview video will show what the captured image 
will look like when played back through the V G A adapter, but should not be used 
for capturing video. 

Do not use DoubleSpace or any other disk compression scheme! T his severely 
slows down your hard disk. 

M ost professionals capture video and audio separately. T his allows them to "lay 
down" the audio track on top of the video tracks while editing. Capturing video 
separately will increase the performance or your video captures. 

T here are several hard disks on the market which are designed for higher perfor- 
mance video captures. T hese drives use 1:1 interleaving and track caching to elim- 
inate gaps caused by a hard disk drive seeking to the next track. T hey are available 
with both IDE and SCSI interfaces. 

VFW Driver Installation 



T he W in/T V V ideo for W indows C apture driver is normally installed during the 
installation of the Win/TV A pplication (see Chapter 3). If you did not install the 
V ideo for W indows capture driver during the installation of the W in/T V 
A pplication, you can use the following steps: 

a) P lace the Win/TV Application diskette in drive A : 

b) D ouble Click on the Control Panel icon in the main group. 

c) Double Click on the Drivers icon. 
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Drivers 



Installed Olivers 



Intel I rid to ITMI Video Drivei 



Microsoft Audio Compression Manager 
Microsoft Video 1 Compressor 
Microsoft Windows Sound System 
MIDI Mapper 
Timer 

[MCI] Microsoft Video for Windows 
[MCI] MIDI Sequencer 
[MCI] Sound 

[MCI] Win/TV MCI Overlay 



Close 



Add. 



□ 



Remove 



Setup. 



Help 



d) Click on Add 



Add 



List of Drivers 



Unlisted or Updated Driver 



Ad Lib 

Creative Labs Sound Blaster 1.0 

Creative Labs Sound Blaster 1.5 

Media Vision Thunder Board 

MIDI Mapper 

Roland LAPC1 

Roland MPU 401 

Timer 

[MCI] CD Audio 

[MCI] MIDI Sequencer 



OK 



Cancel 



Help 



e) Select - U nlisted or U pdated driver then click 0 K . 

f) Enter the drive and directory of your Win/TV driver. 



Install Driver 



Insert the disk with the unlisted, 
updated, or vendor-provided driver in: 



OK 



Cancel 



Browse.. 



Help 



g) Click OK, 
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OK j 
Cancel ^ 
Help i 



h) Select the H auppauge capture driver then clickOK. 

i) R estart W indows 



Hauooauae Computer Works Win/TV Capture 



[MCI] Hauppauge Computer Works Win/TV 0\ 



Notes: 

T he Win/TV hardware Interrupt is factory set to IRQ 15. T he interrupt, base 
memory address of the frame buffer and the I/O address are changeable. If you 
receive "N o frames captured. C heck vertical interrupt" error message when trying 
to capture with the W in/T V -Capture program, your interrupt is most likely con- 
flicting with another device. 
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Teletext Data Reception using 
VTPIus for Win/TV 



Teletext is used in E urope and other parts of the world to transmit digital data 
along with a television picture. Teletext data is transmitted in an invisible part of 
the TV picture called the "Vertical Blanking Interval" orVBI. 

Teletext data is normally formatted into pages. A master index is also transmitted 
which lists the various categories that can be received, and which Teletext page they 
are being transmitted on. Teletext data must be inserted into the V B I by your T V 
broadcaster, and can only be received on the W in/TV boards if the H auppauge 
Teletext decoder is installed. 

A n example of a Teletext page follows. E ach Teletext page has a page number, a 
date and the current time in the right hand corner: 



Teletext 100 Dec 1 2 17:16:15 

TeletEHt 



LONDON 



HARV J IS HflPPV TO OBLIGE SOUL FANS 115 



MEET Mary J Blige - the 
Queen of Hip— Hop Soul 
and a New Jack Diva, who 
just loves the ' 



Generator prof i 1 
Generator index 




VT P lus for W in/TV is a sophisticated Teletext software application which runs 
exclusively on the H auppauge W in/T V card. V T P lus allows you to view multiple 
Teletext pages, save or print Teletext pages and create D ynamic D ata L inks so that 
Teletext data can be used in other W indows applications. T he W in/T V applica- 
tion does not have to be active while the V T P lus Teletext application is running. 
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Installation of the VTPIus software 



To install V T P lus for W in/T V, go to F ile M anager, click on File/Run and then 
type: A :\VT SET U P. EX E T he program will install in the default directory 
c:\VT PLU S. T he installation creates a group headed VTPIus for Win/TV 2.2 
and three icons will be created. T he main icons are: 




VT P lus program: 

VTPIus window 



VT PlusO n line help: 



31 ms— a ' 


Page Edit 


Window Show loptext Options Help 


1 








= ? 






TOP 


Teletext 440 Dec12 17: 



100... 



Teletext 100 Dec 1 2 17:29:11 

TElEtEHt 

CI LONDON 

TAKE A PEEK AT OUR ADUENT CALENDAR m 

JO IN Teletext's daily | | 

countdown to Christmas— * 
it's full of festive fun *^A^m 
and surprises. 

Christmas Countdown *18*1 * 
Home 1 i f e index 480 I * I 

FULL TELETEXT CONTENTS 101 

SHOWING HOW - AT YOUR CINEMA p610 



Station: 



1 


CAR_ 


CARLTON 


2 


BBC1 


BBC 1 


3 


C4_ 


C 4 


4 


BBC2 


BBC 2 


5 


CNN_ 


CNN 



Station: 

2 BE 

3 C4_ C 

4 RRl*? RRf 




9-2 



Win/TV Installation and Reference M anual 



VTPIus toolbar 



Select TV channel TOP text select 



Center Teletext page 








Set Time/Date 


S 










Page Edit Window 1 


' Sh 


bw 1 


' Id 


fjtext Options Help 




1 UTOPIA Teletext t4G D 



n n n n n Current Teletext service 

C urrent page number 

R eveal invisible text 
N extSubpage 
Previous Subpage 
Script 
R eception indicator 

1. Reception indicator: when this symbol is red, your requested page is being 
received. 

2. Script: shortcut for Options/Script. See Help for information on program- 
ming the Script. 

3. Select previous Subpage: indicates, when dark, that there are subpages 
before the current subpage. W hen a light grey, there are no subpages before 
the current page. 

4. Select next Subpage: indicates, when dark, that there are subpages after 
the current subpage. W hen light grey, there are no subpages after the current 
page. For example, if the current page is 100 and there are no subpages in 
page 100, the Select next Subpage icon will be light grey. 

5. Reveal button: shortcut for Show/HiddenCharacters. W hen you use this 
button you might see hidden text, such as V P S time codes or answers from a 
Quiz. 
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6. Arrange in Center: shortcut for Window/ArrangelnC enter. W hen you 

click on this button, the actual page will be positioned full size in the center of 
the W indow. T he centralized page will return to its original position as something 
else is activated. 

7. Channel Selection: shortcut for Options/Change TV Station. 

8. Toptext window: shortcut for Toptext/ToptextWindowVisible. W hen 

you click the T 0 P button, the Toptext window will appear. Toptext is also 
being received with invisible Windows. Toptext is a protocol being used in 
G ermany by TV stations like Z D F/A R D to help the user get a clear, fast 
overview of the available information being transmitted and to give the user 
fast access to this transmitted information. 

9. Set System Clock: shortcut for Options/SetSystemClock. C lick on this 
button with your mouse and the received T ime from the Teletext channel will 
be used by the S ystem clock of your P C . 



Setting up VTPIus TV channels 



By double clicking on the VTPIus for Win/TV icon, the VT P lus Teletext appli- 
cation will be launched. T he channels that have been previously tuned in by the 
Win/TV application now have to be selected for VTPIus. To do this, select 
Options/ChangeTVstation: 



OK 



■ - 





A menu will pop up called Setup TV stations. N ow select all the stations 
required and click use in VTPIus box for each station desired. U p to three letters 
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can be used as the channel ID, to allow you to identify which channel you are 
viewing. 

Quickselect Teletext pages 



B y using the Ctrl+ N key a C reate and R eceive page pops up requesting a page 
number. Type the requested page number. If this page is to be received continuous- 
ly (every time the page is received, the page is automatically updated), click the 
U pdate Continuously box. 

M any Teletext pages have a reference to other pages. For example, the T V guide 
section has a number of page referrals to movie background information which is 
being transmitted in other pages. Q uickselect allows you to select these pages 
directly. D ouble click the left mouse button on the desired page number in the cur- 
rent Teletext page, and a new Window appears with the selected page. 

If you do not want to open a new W indow, but simply change to the new page, 
push the Shift-Key while double-clicking on the page number in the current 
Teletext page, and the new selected page will appear in the original window. 

W ith Q uickselect, several pages can be called at once. If a Teletext page refers to a 
page sequence such as "Share Prices: 500-505", mark the first page number with 
a single mouse click, click a page number and start the reception with a left 
D oubleclick on the end page. T he distance between the selected pages may not be 
more than 11. 

Example: "N ews from Page 300-303" are selected with by a single click on 300 
and a D oubleclick on 303. T he multiple page reception will open individual win- 
dows for each of the pages within the selected page numbers. 

Dynamic Data Exchange with Teletext 

DDE links can be created between the Teletext pages and any W indows program 
supporting DDE. P rograms supporting a live DDE link from a Teletext page 
include the M icrosoft EXCEL spreadsheet and M icrosoft WORD. 

To create a link, use your mouse to highlight the section of the Teletext page of 
interest. For example, if the current Teletext page has financial data, highlight with 
the mouse the financial item of interest by click on the beginning of the field on the 
Teletext page, holding your mouse button down, and releasing the mouse button at 
the end of the field. 
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R 



VTPIus for WiiVTV 



Export... Ctrl+X 



Copy 



Window Show loptext Options Help 
Ctrl+C 



TOP 



CEEFflX 277 Hon 12 Dec 1i 



BBC2201 



CEEFflX 201 Man 12 Dec 17:3?/22 



FACTORY GATE INFLATION QUICKENS 203 
UAUERLEV MINING to raise £ 1 1 . 7m 206 



MAN confirms talks about US buy 201 
BOCK may lower his Lonrho stake 207 



£VDM UgMtM + 0.000 7 
6.30 nTc £ index 80.1 +0.1 



BBC2 



Oil $16.30 nTc £ index 80.1 
Nikkei 18, 97&.10 - 3.20 



CEEFflX 101 



FT— SE 2913.1 -33.9 



202 SH 
211 Op 
21 B Ma 



22 
23 

rts 21 



PM/Blair skirt 
BOSNIA Shell wc 



Then click on Edit/Copy option from the Edit menu and click the left button 
mouse. T he information is now in the P C memory. To create a link to the D D E 
supported applications (such as your spreadsheet), select "edit past link" in your 
application. VTPIus will now create a direct link to your program. 

When the data changes in the selected field on the Teletext page, VT Plus will 
deliver the data automatically to your DDE supported program. U pdates through 
the D D E occur when all subpages are being received and at every update, when 
the option U pdate Continuously is marked. 
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Technical Support 

Technical support telephone 



If you have questions regarding installation or compatibility, please contact our 
technical support staff at: 

(516) 434-3197 
(516)434-3198 Fax 

Service 



If you should need assistance with the installation, operation, or application of your 
H auppauge Win/TV board, there are several options available to you. Your pri- 
mary source for information and problem assistance is always your dealer. Should 
the need arise, contact your dealer for on-site or repair service. 

H auppauge's Technical Support and Customer Service staff can aid in solving 
many problems. 0 ur service department is available to repair any H auppauge 
product. For completion of repair, the product must be returned to our factory. 

If this Win/TV board is not in working order, your only recourse is repair or 
replacement, as described above. UNDER NO CIRCUMSTANCES will 
H auppauge be liable for consequential damages, including any lost savings, lost 
profits, or any other damages, caused by the use of the W in/T V board or inability 
to use it, even if the dealer or H auppauge has been advised of such liability or 
other claims. 



The Hauppauge Limited Warranty 



Warranty 

H auppauge Computer Works, Inc. warrants the Win/TV board to be free from 
defects in material and workmanship for a period of 1 year from date of initial 
retail purchase. We will, at our option, repair or replace a defective product. T he 
limited warranty does not cover any losses or damage that occur as a result of: 

• Improper installation 

• M isuse or neglect or operation with faulty equipment 

• R epair or modification by anyone other than H auppauge C omputer Works or 
an authorized repair agent 

P lease complete and return the Warranty Form inserted in this manual. To obtain 
service under this warranty, contact H auppauge Computer works at (516) 434- 
1600. P lease see the return procedure in the "Technical Support" chapter. 
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